
 

 

*This is an extract of the regulations, subject to change without prior notice. There are further technical regulations that have to 

be adhered to and which will be checked during the exhibition by employees of NürnbergMesse. These regulations are available 

under www.powtech.de/regulations   

The most relevant aspects that have to be adhered to regarding stand design and stand construction 
are listed below *:  
 
Checklist stand design:  
 
(Following aspects have to be adhered to*): 
  
� Front and depth of your booth have to be observed according to the measures of your stand 

confirmation. 
 
� No items (lights, spotlights etc.) may protrude from the borders of your booth.  

� The stand height maximum is 5.60 m in hall 3, 5.80 m in halls 1, 2 and 4 and 7.00 m in halls 
3A and 4A. Please find the relevant maximal building height for your stand space in the 
respective technical floor plan. 

� All open sides of the stand must be freely accessible. This means that at least 50 % of the 
respective gangway side must not be obstructed by structures or fittings. 

� The backs of stand partition walls, advertising carriers or other design elements facing 
neighboring stands and exceeding a height of 2.50 m must be of neutral (white) design and 
clean and must not contain any text or graphics. 

� Hall signs, pillars and technical rooms etc. are part of the stand space and have to be 
included in the plans of the stand construction. 

 
Do you have any further questions concerning stand design? Please contact us by phone under 
+49(0)911.8606-8940 or by mail to: powtech@nuernbergmesse.de 
 
Checklist technical details:  
 
(Following technical regulations have to be adhered to*):  
 
�  All stand construction and decoration materials must conform as a minimum to B1 as per 

DIN 4102 or class B/C s1, d0 as per EN 13501-1, i.e. they must have low flammability, not 
drip on burning or release toxic gases. 

 
� In case of deviations from the fire prevention regulations the form P2 and all the relevant 

certificates have to be sent to standgenehmigung@nuernbergmesse.de.  
 
� Cubicles, conference rooms, offices and similar “closed” rooms must have a line of sight  
 into the hall via the exhibition stand. The visual contact should be designed so that when  
 anyone is in the enclosed room they still have an unencumbered view when sitting or  
 standing. A window 0.20 m wide and 0.80 m high is recommended as a suitable size for the  
 field of vision. 
 
�  All kitchens and storage rooms must have open ceilings.  

� Inner rooms (rooms that can only be left via other rooms) are not permitted.  

� Sliding doors are prohibited in escape routes. 

Do you have any further questions concerning technical regulations? Please send your questions by 
mail to standgenehmigung@nuernbergmesse.de. Our colleagues will answer asap.  
 


